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Tuning Tool in Kyma

1.
Launch Kyma.

2.
Select Tools>Design Alternate Tunings.  A window like the one below will appear.
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a.
Click “Continue.”  A window like the one below will appear:
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b.
Set the values to those shown above.  Click “Equal Tempered.”  A window like the one below will appear:
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c.
Compare these numbers with those in the table in the previous handout.


d.
In the box “Notes per octave” type 19, then hit enter.  A window like the one below will appear:
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e.
This is a 19-note equal-tempered scale.  Notice that the new frequencies are mapped onto the MIDI 



Keynumbers.

2.
To play the example from a live MIDI keyboard, do the following:



a.
Make sure that the Fatar keyboard is turn on and plugged in to the Capybara.



b.
Press “Create Example.”  A window like the one below will appear:
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c.
Double-click on the “Sound Example” icon.  A window like the one below will appear:
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d.
Set the values to those shown above.  Note that MIDIInput is selected.  For experimentation later, try a 


MIDI file.

e.
Double-click on the “Sound Example” icon on the left.  A window like the one below will appear:
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f.
Wow, look at that.  Note that you can copy the tuning info from the Frequency field and paste it into



any other frequency field in Kyma, which will then play in 19-note equal-tempered tuning.

3.
Compile from the “Sound Example” icon on the right and start playing.

